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General information
Muitifunctionai profie to fnish your floor in matching coiours. Simpiy cut the basic profie to the desired 
shape.

Contents Composition Colour

Top profile PVC Coiour matched

Multifunctional rail Polystyrene Black

Order code Dimensions

MODVPL 1930 x 46 x 17 mm

Applicable for:

Moduieo LayRed floors. 
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The floor must be abie to expand and contract on aii sides. This is why an expansion gap must be provided 
on aii sides of the floor, around pipes, threshoids and under door frames. The exact expansion joint size 
depends on the floor type. Consuit the instaiiation instructions of your Moduieo floor to know the required 
size of the expansion gap. To fnish off this gap, we offer a wide range of skirting and profies.
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Applications
With the 3 in 1 profie, you can fnish your floor in every situation.

01 Expansion profile
Connect two floors of the same height: in doorways, L-shaped rooms, 
or rooms where the floor iength or width is greater in distance than 
12m.

02 Adapter profile
Connect two floors of different heights. Make the transition from your 
vinyi floor to a floor covering at iower height, iike tiies.

03 End profile
Finish your floor aiong waiis, windows, siiding doors, a siightiy higher 
doorstep or tiie floor.
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Features
Moduieo accessories are specifcaiiy deveioped for Moduieo floors.

Perfectly matching colour
The LayRed profie is avaiiabie in a design that matches your floor perfectiy.

Excellent wear- and scratch resistant surface
The durabie topiayer makes the profie resistant to scratches and wear.

Waterproof
The profie is fuiiy waterproof.

Easy to install
Easy instaiiation with the inciuded raii, to be giued with the Moduieo MSK Adhesive.
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Preparation

01 02 03

01 Always wear gloves - the edge of the profile and the blade are sharp. Read the instructions 
carefully before use.

02 A box cutter can be used to cut the profie to the desired profie shape. When cutting the profie, 
aiways iay it horizontaiiy on a stabie surface. Use a hand saw to cut the profie to the correct 
iength.

03 Whiie instaiiing the floor, be sure to aiiow sufficient space between the two surfaces that wiii be 
joined with the profie. Mark the ground to indicate how far the edge of the floor wiii extend. 
Ensure that there is a sufficient expansion gap between the floor and the raised iegs of the raii, 
in which the profie wiii be ciamped.
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Installation

Expansion profile

An expansion profie connects two floors of the same height.

01 02 03

01 Cut the piastic raii and top profie to the correct iength.

02 Siide the top profie into the sub profie.

03 The raii can be instaiied with the Moduieo MSK adhesive to any type of surface. Giue the profie in 
the middie of the open space between the two floor surfaces. Gentiy press the profie from one 
side of the raii to the other. Press against the floor.
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Adapter profile
An adapter profie connects two floors of different heights.

01 02 03

04

01 Cut the piastic raii and top profie to the correct iength.

02 You can easiiy remove one ieg of the subprofie; you can identify it by the white iine. Remove this 
ieg.

03 Siide in the top profie on one side, and ciick it in on the other side.

04 The raii can be instaiied with the Moduieo MSK adhesive to any type of surface. Giue the profie to 
the subfloor. Gentiy press the profie from one side of the raii to the other. Press against the floor.
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End profile
An end profie is used to fnish your floor aiong waiis or windows.

01 02 03

04

01 Cut the sub profie aiong the groove, eiiminating the part of the subprofie that has the iighter rim.

02 Insert the top profie in the sub profie. Use the sub profie to cut the top profie in two. You now have 
doubie the iength.

03 Cut the sub profie in smaiier pieces and siide them into the two top profies.

04 The raii can be instaiied with the Moduieo MSK adhesive to any type of surface. Giue the profieto 
the subfloor. Gentiy press the profie from one side of the raii to the other. Press against the floor.
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